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TERRATURF® showing the 
male connectors which ‘snap’ 
into the female receptors to 
connect the tiles together – also 
shows the overlap, which creates an 
expansion joint & prevents spills from 
permeating to the grass surface beneath

The holes in the top surface allow both 
natural and artificial turf to breathe, but 
because of their special design they do 
not allow liquids to pass through.

The inset shows the unique feature of 
Terraplas products allowing the passage 
of light to ensure normal 
grass growth.



TERRATURF® is one of the “budget” range 
manufactured in the UK by Terraplas plc — the 
World’s No.1 Turf Protection company. It is designed 
for pedestrian use to protect the turf playing area at 
Stadiums when they are being used for non-
sporting events.

It allows the passage of air and light and each tile 
overlaps it’s adjacent tiles  to prevent rubbish & 
non-desirable liquids from passing through to the 
turf – whether natural or artificial.

TERRATURF® tiles come from the factory pinned 
together in 1m x 1m; 2m x 1m or 2m x 2m blocks 
that ‘snap’ together quickly and easily without any 

specialised equipment. Very importantly, when lifted 
they maintain their pinned format



TERRATURF®- Technical For further information contact
Robert A Else:

Terraplas plc
Hall Farm House, High Street,

Castle Donington,
Derby DE74 2PP, UK

tel: +44 (0) 1332 812813
email: robertelse@terraplas.com

fax: +44 (0) 1332 853410

www.terraplas.com
Distributor: Australasia; Sth Pacific; 

Middle East; Africa; India; Asia
(excl. China, Hong Kong, Japan, 

Kazakhstan, Georgia & Armenia)

Jayline (Aust) Pty Ltd
Unit 1 / 16 Jusfute Drive

West Gosford, NSW 2250
Australia

tel: 02 4324 5266
email: info@jaylineaust.com

TERRATURF® - designed 
and manufactured in 

Great Britain

TERRATURF®

turf protection
by Terraplas plc

Dimensions 50cm  x 25cm  x  25mm 
Pinned prior to leaving the factory according to individual 
requirements.ie panels of 8, 16 or 32 tile configuration

Weight 6kgs per square metre

Material High molecular weight, high density, polyethylene with UV stabiliser

Method of Manufacture Conventional Injection moulded

Temperature Range -20 degrees C  to  45 degrees C

Loading Point load 20mm square = 35kgs
Spread load 15cm square =  4,000kgs

Fire Requirements See separate fire test report

Colours Translucent natural material, which allows the passage of light, 
ensuring grass growth – without yellowing.

Cleaning High pressure cold water spray washer

Life Expectancy Guaranteed for 4 years but has a realistic life expectancy of 
around 10 years

Applications Temporary flooring to cover natural/synthetic turf for all types of 
special events

Warranty 4 years 

Slip Resistance Integral slip resistant surface
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